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Step Mode in PlanWorks

This page describes the configuration necessary to run PlanWorks in step mode and gives a few brief examples of
how the tool can be used in that mode.

Configuration

To get started requires some extra configuration steps. Select Project -> Configure which brings up the following:

Configure Project

l/ Project |/ Planner
name

working directory

fhome ftsmith/swn /PLASMA/Examples/Light browse ...
model output destination directory
fhomeftsmith/swn/PLASMA/Examples/Light /plans browse ...

model rule delimiters

I

Source paths
- jhume;tsmith;svn,fPIaanrks,fjava,fsrc,f..,f..,f..,fPLASMA;System,ftest1

Py

1 | ]
Browse +

Enter Cancel

On the Project tab, the default settings should work fine, although you may elect to change the model output
destination directory. Then select the Planner tab and update the first four files as shown:

Step Mode in PlanWorks



Configure Project

Project Planner

planner library file
|mithISWIPL,&SMMExamplezjLightflibLightCnmrnller_g.50| browse ...
model library file
|jhnmejtsmith,fs*m,"F'LﬂEMA."ExampIeszight,-'Iit:uLight_g.sn| browse ...
model initial state file
|;mith,"5vn,-'F'L.f-‘EM,ﬁ\.-'ExampIESfLight,.-'Light—initial—State.xml| browse ...
planner config file
|eft5mithfsxm,fF'LﬁSMMExamples,-'Light,-'PIannerCnnfig.xml| browse ...
heuristics file
|jhnmeﬁ5mithjzwaLﬁSMMExampleszight | browse ...

Enter Cancel

NOTE: Ignore the heuristics file field as that is no longer needed.
Select Enter and you should now be ready to go.

NOTE: If you select Project->Configure again, it will look like your settings have disappeared. They have been
saved; however, these tabs are not currently aware of those changes.
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